Motor Frame Size.
Frame Alpha Suffix.
Motor Type Code
Enclosure . .
SHAFT/LWR Bearlng
LWR Bearing Quantity.
OPP/UPR Bearing 5 m
UPR Bearing Quantlty.
Phase 5 e
Maximum Amblent
Insulation Class.
Duty Cycle.
Horsepower

RPM. .

Voltage 1.

Full ILoad Amps 1
Service Factor
Design

Code

NNE i o e

Power Factor e e e .
Hertz.

OPP/Upper 011 Capac1ty
SHAFT/Lower 0il Capacity.
Vertical Thrust Percentage.

VFD Voltage 1 :
VFD Full Load Amps 1
VFD Torque 1. 2
VFD Load Type 1

VFD Hertz Range 1
VFD Speed Range 1
VFD Service Factor.

Customer P/N. . . .
Motor Weight (LBS).

Non Reverse Ratchet

+ o+ o+

AUX Decal/Plate 1 & 2

Max. Sine Wave Temp. Rlse

Thermal Protect - Wlndlngs.

Notes (Conn Decal / Plate).

5006
PH

HUEI

DP

6219-J

1

7226 BCB

)

3

40 C

F

CONT

300

1785

460

330.0

i

B

G

95.4

89.1

60

12 QT/11.4 L,
GREASE

175% EHT

460

346.5

882.5

VT /PWM

6-60

180-1800

1.00

80C RISE/RES@1.00SF
38446-2

2700

OVER TEMP PROT 2
NRR

WD=499495
422689

*** Typical Data Under SineWave Power #**%*



